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Fire alarm cable, 300/500V

halogen-free, with improved fire characteristics,
BS EN 50200 + Annex E 30 min., PH30 to PH120, and BS 6387 CWZ

1 Conductor: solid copper wire

2 Insulation: EN 50363-5, flame-resistant compound, halogen-free

3 Drain wire: tinned copper

4 Shielding: Aluminium foil with a copolymer backing, halogen-free,
bonded to the outer sheath

5 Sheath: FRNC/LSZH

ZI 410 1]

Cable for fire alarm systems and emergency lighting (where no protective earth is necessary).

For permament installation in buildings. Suitable for use in Hazardous Areas Zones 1 and 2.

Optimized for fast termination: The aluminium foil is bonded to the inside of the sheath by a copolymer backing. So it is removed together
with the sheath when terminating.

Permitted operating temperature at conductor of +90°C.

Costruzione

Conduttore i Bare copper, solid, [EC 60228 and EN 60228
Jsolamento ' Specialcompound,BSEN50363-5
‘Coloridelleanime ~ .HD308S2
‘Shielding  Alfoil with a copolymer backing and tinned copper drain wire (0.5 mm?), EN 60228

Materiale della guaina esterna Polyolefin compound, low smoke, halogene-free, flame-retardant

Integrita del circuito No
Integritadellisolamento | PH120
Installation temperature ~0°C-+70°C
Operatingtemperature i -40°C-+90°C
Nominal voltage 300/500V
TensionediprovaasoHz  i2000v

Proprieta meccaniche

Curvatura minima durante l'installazione | 6 xD
(multicore) ;

Minimum bending radius permanent
(multi core)
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Densita del fumo EN 61034-1/-2
Zeroalogeninessun gas corrosivo ENeO7SA2
Propagazione della fiamma CENG0332-12
‘Flamespread EN60332324/25

Versioni

Codiceart.  Prodotto Colore della guaina Diametro esterno della Tasso di CU [kg/km] Weight [kg/km] Unita diimballaggio GTIN/EAN
esterna guaina [mm]
18804500ZN  DFSME 1050 735 24 80 100 m tamburo 40393910097498

Other dimensions available on request. All dimensions in 100, 200 or 500 m length on drum.
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